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INDU BAY GEN 4
Isolated version

THD<20% without dimming the luminaire
In-rush current: Cold start max. 103A (twidth=300μs) @277~

The electrical connection outside 
of the luminaire must be placed in 
an IP66 protected area.

ENG INSTALLATION INSTRUCTIONS ITA ISTRUZIONI DI INSTALLAZIONE NLD INSTALLATIE INSTRUCTIES DAN INSTALLATIONSVEJLEDNING HUN TELEPÍTÉSI ÚTMUTATÓ

DEU INSTALLATIONSANLEITUNG POL INSTRUKCJE MONTAŻU RUS Инструкции по установке RON INSTRUCŢIUNI DE INSTALARE CHI 安装说明

FRA INSTRUCTIONS DE MONTAGE SPA INSTRUCCIONES DE INSTALACIÓN POR INSTRUÇÕES DE INSTALAÇÃO SWE INSTALLATIONSANVISNING UKR Інструкції з монтажу
SRP UPUTSTVA ZA INSTALACIJU AR تعليمات التركيب

INDU BAY G4 1 D INDU BAY G4 2 D

øD 320mm / 12.59’’ 400mm / 15.75’’

H 135mm / 5.31’’ 137mm / 5.39’’

        PC 2.6kg / 5.73 lbs 3.9kg / 8.59 lbs

        Glass 3kg / 6.61 lbs 4.6kg / 10.14 lbs

Maximum number of luminaires per MCB
Input voltage: 120-277V~

Product name and size Dimming 
type

MCB B type

B10 B13 B16 B20 B25 B32 B40

INDU BAY GEN4 1 - 80W Programmable 
programs 5 6 8 10 13 17 21

INDU BAY GEN4 1 - 100W Programmable 
programs 5 6 8 10 13 16 21

INDU BAY GEN4 2 - 150W Programmable 
programs 6 7 9 12 15 19 24

INDU BAY GEN4 2 - 200W Programmable 
programs 2 3 4 6 6 8 10

Product name and size Dimming 
type

MCB C type

C10 C13 C16 C20 C25 C32 C40

INDU BAY GEN4 1 - 80W Programmable 
programs 8 11 14 17 22 28 35

INDU BAY GEN4 1 - 100W Programmable 
programs 8 11 14 17 22 28 35

INDU BAY GEN4 2 - 150W Programmable 
programs 9 12 15 19 23 30 38

INDU BAY GEN4 2 - 200W Programmable 
programs 4 5 7 8 10 14 17

RECOMMENDATIONS

25

SAA231831

IP
66

PC GLASS

IK08IK10

120-*240/277V~
50-60Hz

120-*240V~ for RCM

3 43 4

U-bracket

M5 x 16
x2 x2

M4 x 8

*U-bracket is +0.7kg/1.54 lbs
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Size 1 Size 2

80°
max

max max

max max max
80°

80°

60° 60°

60°

Suspension chain PendantU-bracket

MAINS - min. 3x1.0mm2

cable dimensions: ø7.2mm, L=450mm
L → Brown
PE → Green-yellow
N → Blue

cable dimensions: ø5mm, L=150mm
DALI (3 core)
DIM+ → Purple
DIM- → Pink
Vaux/24V+ → Black/White

Warning:
For models with LED driver EUM-75S105BG:
Reinforced insulation provided between input and and output circuit.
Reinforced insulation provided between input circuit and dimming circuit.
Basic insulation provided between output circuit and dimming circuit.

For other ‘EUM’ LED driver:
Reinforced insulation provided between input/output circuit and dimming circuit.
Reinforced insulation provided between input and and output circuit.

Optional 
CONTROL
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80°
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80°
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